HEAT EXCHANGER COOLED CONTINUOUS DUTY GEN SET

MARINE LEADER

Models: 6KW to 40KW

POWERED BY:

ML8.5IMHD

ML30IMHD

Generator Set Specifications
- Isuzu Diesel 1800 rpm Engine
- Marathon Brushless Generator End with Automatic Voltage Regulator
- Isuzu Control Panel with Key Switch
- Safety Shutdown System (Low Oil Pressure & High Coolant Temperature)
- Stainless Steel Wet Exhaust Elbow
- Jabsco Sea Water Pump
- Heat Exchanger with Zinc Anode
- Industrial Air Cleaner
- Front Engine Support Legs
- Rear Generator Support Legs
- Vibration Isolators
- Oil and Fuel Filters
- 12 Volt Electrics
- Owner's Manual
- 2 Year 2,000 Hour Engine Warranty
- 1 Year 1,000 Hour Generator Warranty

<table>
<thead>
<tr>
<th>KW</th>
<th>120V</th>
<th>240V</th>
<th>208V</th>
<th>240V</th>
<th>480V</th>
</tr>
</thead>
<tbody>
<tr>
<td>6</td>
<td>50</td>
<td>25</td>
<td>21</td>
<td>18</td>
<td>9</td>
</tr>
<tr>
<td>8.5</td>
<td>71</td>
<td>35</td>
<td>30</td>
<td>26</td>
<td>13</td>
</tr>
<tr>
<td>14</td>
<td>117</td>
<td>58</td>
<td>49</td>
<td>42</td>
<td>21</td>
</tr>
<tr>
<td>16</td>
<td>133</td>
<td>67</td>
<td>56</td>
<td>48</td>
<td>24</td>
</tr>
<tr>
<td>23</td>
<td>192</td>
<td>96</td>
<td>80</td>
<td>69</td>
<td>35</td>
</tr>
<tr>
<td>30</td>
<td>250</td>
<td>125</td>
<td>104</td>
<td>90</td>
<td>45</td>
</tr>
<tr>
<td>40</td>
<td>333</td>
<td>167</td>
<td>139</td>
<td>120</td>
<td>60</td>
</tr>
</tbody>
</table>

M&L Engine, LLC
1212 Saint Charles St. Houma, LA 70360
(985) 857-8000 ♦ (800) 960-0068
www.mlengine.com email: sales@mlengine.com
### Engine Specifications

**Manufacturer**: Isuzu  
**Cylinder Arrangement**: 3 or 4 in-line 4 cycle  
**Rated RPM**: 1800  
**Horse Power at Rated RPM (bhp)**: Continuous  
**Governor Type**: Mechanical / Electrical  
**Frequency Regulation**: 3-5%  
**Air Cleaner**: Replaceable Element

---

### Generator Specifications

**Manufacturer**: Marathon Electric Generators  
**Type**: 4 Pole  
**Exciter Type**: Brushless  
**Leads: Quantity**: 4 or 12  
**Voltage Regulator**: 1% Automatic AVR  
**Insulation Material**: F Type  
**Temperature Rise**: 80° C  
**Bearing Type**: Sealed  
**Coupling**: Direct Bolt-Up

### Optional Accessories

- Racor Fuel / Water Separator
- Battery
- Battery Cables
- Battery Charger
- Oil Drain Valve
- Air Starter
- Mainline Breaker
- Murphy Gauge Panel with:  
  - Optional Sealed Fiberglass Box
  - Custom Length Wire Harness Extension
  - Welded Steel Skid
- Contact us for custom accessory options

### Table

<table>
<thead>
<tr>
<th>Model</th>
<th>Engine</th>
<th>Control Panel</th>
<th>EPA Tier</th>
<th>KW @ 1800 RPM</th>
<th>Weight lbs.</th>
<th>Dimensions in Inches</th>
</tr>
</thead>
<tbody>
<tr>
<td>ML6IMHD</td>
<td>3CA1GZG</td>
<td>A</td>
<td>Tier 4 Interim</td>
<td>6.5</td>
<td>TBA</td>
<td>TBA TBA TBA</td>
</tr>
<tr>
<td>ML8.5IMHD</td>
<td>3CB1GZG</td>
<td>A</td>
<td>Tier 4 Interim</td>
<td>8.5</td>
<td>596</td>
<td>40 23 29</td>
</tr>
<tr>
<td>ML14IMHD</td>
<td>3CE1UGZG</td>
<td>A</td>
<td>Final Tier 4</td>
<td>14</td>
<td>694</td>
<td>43 20 30</td>
</tr>
<tr>
<td>ML16IMHD</td>
<td>4LE1NYGV</td>
<td>A</td>
<td>Tier 4 Interim</td>
<td>16</td>
<td>760</td>
<td>43 23 30</td>
</tr>
<tr>
<td>ML23IMHD</td>
<td>4LE1NYGV</td>
<td>A</td>
<td>Tier 4 Interim</td>
<td>23</td>
<td>820</td>
<td>45.5 23 30</td>
</tr>
<tr>
<td>ML30IMHD</td>
<td>4LE1TYGV</td>
<td>B</td>
<td>Tier 4 Interim</td>
<td>30</td>
<td>972</td>
<td>52 23 38</td>
</tr>
<tr>
<td>ML40IMHD</td>
<td>4JJ1TYGV</td>
<td>C</td>
<td>Industrial Tier 3</td>
<td>40</td>
<td>1668</td>
<td>70 38 55</td>
</tr>
</tbody>
</table>

---

**M&L Engine, LLC**  
1212 Saint Charles St. Houma, LA 70360  
(985) 857-8000 ♦ (800) 960-0068  
[www.mlengine.com](http://www.mlengine.com) email: sales@mlengine.com